
Simplified Measurements Solutions 

Turns Ratio Standard
Model : QTRS‐1

Application: 

Electrical Calibration 
Laboratories
     

 

   

College / University 

                 Laboratories

Testing Service providers    Utility and OEMs

ACCURACY‐: 0.05% of reading ± 0.07 % of range  

DISPLAY ‐: 4 Line Backlit LCD Display 

POWER‐:230V ± 15%, 50/60 Hz 

OPERATING TEMP‐: 5° TO 45° C 

TEMP COEFFICIENT ‐: 50 P.P.M 

PROTECTION :‐ AGAINST INDUCTIVE SURGES, KICKS, 

OVER TEMPERATURE & POWER FAILURE 

  

   

Features

ACCESSORIES

12 m PROBE SET 

'C' CLAMPS 

CROCODILE CLIP SET 

INSTRUCTION MANUAL 

MAINS CORD 

CARRYING CASE (Optional) 

Winding Resistance Meter

D-51, M IDC SATPUR, NASHIK - 422 007
Web site : www.quadrantmeasurements.com

State of art design

Suitable for Test voltage 110V AC

Protection against wrong connection

Best resolution : 0.01

Technical Details

Ratio Range : 0.8 to 2000
Test voltage : 110V Max
Resolution   : 0.01 at factor 1
Accuracy      : 0.5%
Protection against wrong connections

Part code : QTRS‐001
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